HMMWV SPARE TIRE CARRIER

SIMPLE OPERATION

Our TACOM-approved Spare Tire Carrier (STC) provides a simple, user-friendly design for raising and lowering a HMMWV tire. The STC is designed to swing away from the bumper and features a mechanical assist for controlled lowering.

- TACOM approved, NSN: 2590-01-525-1995
- Operation requires no more than one (1) Soldier
- Designed for operation by 5th percentile female
- No adverse effect on existing equipment
**HMMWV SPARE TIRE CARRIER**

**SPECIFICATIONS**

**WEIGHT**
- Spare Tire Carrier Weight: 104 lbs
- Spare Tire Weight: < 200 lbs

**PAINT**
- Black CARC

**APPLICABLE HMMWV VARIANTS**
- M1025A2 Armament Carriers
- M1114 Up-Armored Armament Carriers
- M1097, M1097A1, M1097A2 not carrying a shelter
- M1113 not carrying a shelter
- XM1151, XM1151 Armaments Carriers
- XM1152 Heavy Variant Cargo/Troop Carriers

**BUMPER STYLES**
- NSN 2540-01-196-4920 per TM 9-2320-280-24-P-1
- NSN 2540-01-473-1526 per TM 9-2320-387

**INSTALLATION TIME < 30 Minutes**
- Required tools: General Mechanic's Tool Kit (NSN: 5180-01-583-0249) or Std. Automotive Tool Set (NSN: 4910-01-490-6453)
- Direct bolt-on mounting, no drilling required

**DISMOUNT/RE-STOW TIME < 5 Minutes**

1) Remove Pin/Pull Latch
2) Rotate Swing Arm*
3) Attach Winch Handle
4) Rotate Handle to lower assembly

**INVENTORY**

<table>
<thead>
<tr>
<th>NSN</th>
<th>PART NUMBER</th>
<th>DESCRIPTION</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>2590-01-525-1995</td>
<td>2336-100-001</td>
<td>HMMWV Bumper Mount Spare Tire Carrier Kit</td>
<td>104 lbs</td>
</tr>
<tr>
<td>-</td>
<td>call for info</td>
<td>Optional Sand Jack Holder</td>
<td>-</td>
</tr>
</tbody>
</table>

**IBIS TEK LLC**
912 Pittsburgh Road | Butler, PA 16002
P: 724.586.6005 | F: 724.586.6010
E: info@ibistek.com

www.ibistek.com